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Semi-Cylindrical llluminator
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3D Model
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Cross Section
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Top and Isometric View
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Zemax View of Structure
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Detector Image: Radiant Intensity

7/23/2815 zemax

Detector 4, MSCG Surface 1: OpticStudio 14.2 5P1
Max polar angle: 135.8@ deg, Total Hits = 199296

| Peak Intensity : 1.151E+881 Watts/Steradian Cylindrical diffuser with cones.zmx
Total Power : 9.246E-281 Watts Configuration 1 of 1
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Combined with a diffuser
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Datector Image: Ragiant Intensity Detector Image: Radiant Intensity
Zamax Zemax
12715/2007 Zerax ooticstudio 16.5 12715/2007 Zemsx OpbicStudio 16.5
Detacton 4, MECE SuPFaca 11 Detacton 4, MECE Surfaca 11

scan angle 9a.ee teg scan angle 9a.ee ceg .
Reakc Tmtmnsity 3 B.390E-81 Matks/Steradisn ISR Peak Intensity © 5.384E-81 Watts/Steradian T e T e
Cenfiguration 1 of 1 Comfiguratson 1 of 1

Theta = 1436, Fal = 54,67, valie = Wik

Detector Trege: Recisnt Irtensity Detector Inage: Radiont Inrensity

Zamax Sema
11/39/1837 Zenen opticstudio 9.5 12/5/2817 Zema Opticotudio 15.5
tor 4, nSte surfaze 1: Detactar 2, msce surfica 1:
Max palar angle: 13%.e4 deg, rotal Wite = emzals Hax polar snele: 13,80 deg, Totsl Hits = 937418
el e e L T3 on CyTirariceT with cones oot s ISty B Wt Motoract 150 on Cylirdricel with cones .oax
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